OPARZELNIK NA WISZACO
VERTICAL SCALDING TUNNEL

mm Urzadzenie przeznaczone jest do oparzania tusz wieprzowych metoda
natryskowa. Tusze oparzane sa W pozycji wiszacej, przez co istnieje
mozliwo$¢ odzyskiwania ptuc. Czas oparzania jednej sztuki to okoto 6 minut
z mozliwoscia regulacji. Temperatura i poziom wody s3 regulowane
elektronicznie. Wydajnos¢, wymiary i budowa oparzelnika uzaleznione sa od
wielkosci i uktadu linii. Woda w oparzelniku moze by¢ ogrzewana za
pomoca: pary, gazu ziemnego, gazu propan butan, oleju opalowego lub
energii elektryczne;j.

Wykonanie: stal kwasoodporna.

PIG SLAUGHTERLINES

LTI

28 System of vertical scalding is dedicated for plants which are
also processing lungs (in this process of scalding they are not
flooded). Average time of scalding single carcass takes about
6 minutes (adjustable, the same as temperature and water
level). Dimensions and construction of scalding tunnel are
dependent on layout and line capacity. Water in vertical
scalding tunnel can be heated by steam, natural gas, propane
butane, oil or electricity.

LINIE UBOJU TRZODY

Material: stainless steel.
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